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For availability, delivery and minimum order quantity, contact JST.
ex.

PHR-2-00

(blank)...natural (white)

BK...black R..red TR..tomatored BL..blue Y..yellow

L...lemon yellow M...green D..orange N...brown
P..purple PK..pink H..gray LE..light blue
FY...vivid yellow
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Material
Nylon 68, US4V, natural (white)
<For reference>  As the color identification,






Kabelspezifikation zu Oak-Dist
Originally authored by Toradex AG. This work is now available under the terms and conditions of the Creative Commons License 'Attribution CC BY'

Details of which can be found here:  http://creativecommons.org/licenses/by/3.0/
1. Stecker
Als Referenz sind folgende Stecker von JST angegeben 
(http://www.jst-mfg.com/product/detail_e.php?series=199)

Steckergehäuse:
JST PHR-3

Crimpkontakte:
JST SPH-004T-P0.5S
Es können auch andere, kompatible Stecker / Kontakte verwendet werden.

[image: image5.wmf][image: image2.png]Model No. Applicable wire Qty/
mm2 AWG# _|Insulation 0.D. mm(in.)| "¢

SPH-002T-P0.5S 005 to022 30t024 0910 1.5(035t0 .059) | 8,000
5.7(.224 SPH-002T-P0.5L 0.08 t00.22 281024 0810 1.5(.031t0 .059) | 8,000

2.85(.112, 2.05(.081 SPH-004T-P0.5S 003210 0.08 32t028 0510 09(020to 035) | 10,000

Material and Finish

Phosphor bronze, tin-plated

Note:

1. Contact JST for gold-plated contacts.

2. SPH-002T-P0.5L is low-insertion force type contact, for easier insertion/
withdrawal, which would be less resistant to the vibration. The crimp height is
different from the standard.

When using AWG#32 or #30 wires, reflow-treated headers

(Low insertion force type, Model No. B#B-PH-KL or S#B-PH-KL) are

«

recommendable.
4. Contact JST for details.




2. Kabel
Die Kabellänge wird anhand des zugeschickten PCB-Musters angepasst. Es soll möglichst kurz gehalten werden.
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ca. 50mm


Farbvorschlag (nicht zwingend)

1 weiss
2 schwarz
3 rot

Es fliessen nur kleine Ströme (ca. 20mA). Die Leiter dürfen daher praktisch beliebig dünn gehalten werden.

Das Kabel wird für die Verbindung auf einem einzigen PCB verwendet. Der Modulstecker (rechts) liegt dabei ca. 5mm höher als der PCB-Stecker (links).
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Kabel


Falls die drei Leiter sehr beweglich sind, wäre es wünschenswert, diese gegeneinander zu fixieren (eventuell durch eine 360° Verdrillung des gesamten Kabels?). Das müsste in der Länge berücksichtigt werden.
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